
50 Word Description

The Supersonic Bolt XT is the perfect storage solution for those looking for 

both performance and data security. Using built-in FIPS 197 compliant 

hardware-based 256-bit AES security, the Supersonic Bolt XT is like having 

a personal Fort Knox in your pocket. Adding an extra layer of protection, the 

Supersonic Bolt XT has a ruggedized rubber housing to ensure your data is 

protected inside and out. 
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The Supersonic Bolt XT is the perfect storage solution for those looking for 

both performance and data security. Using built-in FIPS 197 compliant 

hardware-based 256-bit AES security, the Supersonic Bolt XT is like having 

a personal Fort Knox in your pocket. Adding an extra layer of protection, the 

Supersonic Bolt XT has a ruggedized rubber housing to ensure your data is 

protected inside and out. 

With lightning fast transfer speeds of up to 150MB/s, the Supersonic Bolt XT 

will give you the performance needed for accessing and moving large files 

quickly. The Supersonic Bolt XT is available in 16GB, 32GB, and 64GB 

capacities and is backwards compatible with USB 2.0 standards, for use 

with legacy PCs and laptops. 
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The Supersonic Bolt XT is the perfect storage solution for those looking for 

both performance and data security. Using built-in FIPS 197 compliant 

hardware-based 256-bit AES security, the Supersonic Bolt XT is like having 

a personal Fort Knox in your pocket. Adding an extra layer of protection, the 

Supersonic Bolt XT has a ruggedized rubber housing to ensure your data is 

protected inside and out. 

With lightning fast transfer speeds of up to 150MB/s, the Supersonic Bolt XT 

will give you the performance needed for accessing and moving large files 

quickly. The Supersonic Bolt XT is available in 16GB, 32GB, and 64GB 

capacities and is backwards compatible with USB 2.0 standards, for use 

with legacy PCs and laptops. 

The Supersonic Bolt XT has a built in LED indicator light that confirms the 

drive is connected when plugged in and shows drive activity. Offering 

superior compatibility with easy plug and play installation, the Supersonic 

Bolt XT works seamlessly with Windows® 8.1, Windows® 8, Windows® 7, 

Windows Vista®, Windows XP®, Windows 2000®, Windows® ME, Linux 2.4 

and later, Mac® OS9, X and later.

 

SUPERSONIC BOLT XT
HIGH PERFORMANCE USB 3.0 FLASH DRIVE WITH BUILT-IN 
HARDWARE-BASED 256-BIT AES DATA SECURITY

WHERE TO BUY:
Please visit our website at: 
www.patriotmemor y.com  

FREE TECHNICAL SUPPORT:
Contact Technical Support for more 
information directly at  
support@patriotmem.com or visit our website 
at w w w . p a t r i o t m e m o r y. c o m  

FEATURES

PRODUCT INFORMATION

Unit Dimensions

Packaging Dimensions

Patriot Part #

Unit UPC

Supersonic Bolt XT

PEF16GSBTUSB
PEF32GSBTUSB
PEF64GSBTUSB

Patriot Supersonic Bolt XT USB Flash 
Drive 

CE / FCC / RoHS

5 Year Warranty

.48” (D) x 2.35” (W) x .78” (H) 
1.22cm (D) x 5.97cm (W)  x 1.98cm (H)

0815530018414 (16GB)
0815530018421 (32GB)
0815530018438 (64GB)

Blister Pack

.51” (D) x 3.92” (W) x 5.3” (H) 
1.3cm (D) x 9.96cm (W)  x 13.5cm (H)

.03 lb / 12.9 gm

.05 lb / 23.9 gm
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Description

Product Name

Certifications / Safety

Product Warranty

Packaging Type

Net Weight

Gross Weight

Units per Inner Carton

Units per Master Carton

Hardware-based
256-bit AES

Security Drive

facebook.com/patriotMEM twitter.com/patriotmemory

• Hi Speed USB 3.0 Compatible (backwards compatible to USB 2.0)

• Up to 150MB/sec Read; Up to 30MB/sec Write

• LED Light Indicator

• Extremely Secure - drives locks down and reformats after 10 
 consecutive failed password attempts

• 256-bit (Advanced Encryption Standard) AES Hardware encryption

• The rubberized housing provides a durable and rugged exterior 
 that safeguards the drives from the elements. It is protected from
 any shock and physical damage as well as water resistant offering 
 protection from various elements.

• Compatible with Windows® 8, Windows® 7, Windows Vista®, 
 Windows XP®, Windows 2000®, Windows® ME, Linux 2.4 and later, 
 Mac® OS9, X and later 


