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HigH-sPeeD ADsl BroADBAND

FAst iNterNet CoNNeCtioN
latest ADsl2/2+ standards provide internet 

transmission speeds of up to 24 Mbps 
downstream, and 1 Mbps upstream

totAl seCuritY & Qos
Firewall protection, user access control, 

WPA/WPA2 wireless security, and priority 
queues for smooth VoiP and multimedia

HiGH-PerForMANCe Wireless
Wireless N 150 technology is ideal for high-speed  

wireless connections, and is compatible  
with 802.11n/g/b wireless devices

HigH-sPeeD iNterNet
the Wireless N 150 ADsl2+ 4-Port ethernet router is a versatile, high-performance router for the home and the small office. it features integrated ADsl2/2+ 
supporting download speeds up to 24 Mbps, firewall protection, Quality of service (Qos), fast wireless lAN, and four ethernet switch ports, providing all the 
functions that a home or small office needs to establish a secure and high-speed link to the internet.

ultiMAte Wireless CoNNeCtioN
the Wireless N 150 ADsl2+ 4-Port ethernet router provides wireless speeds that are much faster than 802.11g. Maximize wireless performance and stay 
connected from virtually anywhere at home and in the office. it supports WPA/WPA2 and WeP for flexible user access security and data encryption methods, 
and a built-in WPs button provides easy wireless setup.

FireWAll ProteCtioN & Qos
security features prevent unauthorized access to the home and office network from wireless devices or from the internet. the Wireless N 150 ADsl2+ 4-Port 
ethernet router provides firewall security, such as stateful Packet inspection (sPi) and hacker attack logging. sPi inspects the contents of incoming packets 
before they are allowed in, while hacker logging helps to protect your network against Denial of service (Dos) attacks. For Quality of service (Qos), the router 
supports priority queues to enable a group of home or office users to experience the benefit of a smooth network connection without worrying about traffic 
congestion.

CoMPAtiBilitY AssurANCe
the Wireless N 150 ADsl2+ 4-Port ethernet router is backwards compatible with existing 802.11b and 802.11g wireless equipment, ensuring compatibility with 
a wide range of wireless devices. in addition, this router includes four ethernet ports ready for you to connect ethernet-enabled PCs, print servers, and other 
devices.
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WHAt tHis ProDuCt Does
this Wireless N 150 ADsl2+ 4 port ethernet 
router connects a group of users to the 
internet, allowing multiple computers in 
your home or office to share an integrated 
high speed ADsl2/2+ connection. it 
features four built-in ethernet ports, firewall 
protection, and Qos for smooth and secure 
transfer of photos, files, music, video, and 
e-mail over the internet.

get HigH-sPeeD ADsl AND 
Wireless PerForMANCe
Connect to your ADsl connection at speeds 
of up to 24 Mbps downstream and 1 Mbps 
upstream. High-speed performance gives 
you smooth media streaming, so you can 
watch tV, listen to live music, broadcast 
over the internet, and experience clear 
internet phone calls. Wireless N 150 
technology allows you to connect to 
802.11n wireless devices at high speeds, so 
you can make full use of your broadband 
connection.

teCHNiCAl sPeCiFiCAtioNs
DeViCe iNterFACes

 � rJ-11 ADsl port
 � Four rJ-45 10/100BAse-tX ethernet 
ports with auto MDi/MDiX

 � Factory reset button
 �WPs button
 �Wireless on/off switch
 � Power on/off switch

Wireless lAN
 � 802.11b/g with some 802.11n features
 � Frequency range: 2.4 gHz to 2.484 gHz
 � 64/128 bits WeP data encryption
 �WPA/WPA2 (Wi-Fi Protected Access)
security

 � Multiple ssiDs
 � MAC address-based access control

ADsl stANDArDs
 � ADsl standards: Multi-mode, ANsi 
t1.413 issue 2, itu g.992.1 (g.dmt) 
Annex A, itu g.992.2 (g.lite) Annex A, 
itu g.994.1 (g.hs)

 � ADsl2 standards: itu g.992.3 (g.dmt.
bis) Annex A/l/M, itu g.992.4 (g.lite.
bis) Annex A

 � ADsl2+ standards: itu g.992.5 Annex 
A/l/M

ADsl DAtA rAtes
 � g.dmt: 8 Mbps downstream,  
832 Kbps upstream

 � g.lite: 1.5 Mbps downstream,  
512 Kbps upstream

 � ADsl2: 12 Mbps downstream,  
1 Mbps upstream

 � ADsl2+: 24 Mbps downstream,  
1 Mbps upstream

AtM & PPP ProtoCols
 � AtM Forum uNi3.1/4.0 PVC  
(up to 8 PVCs)

 � AtM Adaptation layer type 5 (AAl5)
 � AtM Qos (traffic shaping)
 � Bridged or routed ethernet 
encapsulation

 � VC and llC based multiplexing
 � PPP over ethernet (PPPoe)
 � PPP over AtM (rFC 2364)
 � itu-t i.610 oAM F4/F5

router FeAtures
 � NAt (maximum 2048 NAt sessions)
 � DHCP server/client/relay
 � static routing, riP v.1, v.2
 � universal Plug and Play (uPnP) 
Compliant

 � Dynamic Domain Name system (DDNs)
 � Virtual server
 � sNtP, DNs proxy, and igMP proxy
 � iPv6 support (by demand)

FireWAll
 � Built-in NAt firewall
 � stateful Packet inspection (sPi)
 � Dos attacks prevention
 � Packet filtering (iP/iCMP/tCP/uDP)
 � intrusion Detection system (iDs)
 � DMZ

VirtuAl PriVAte NetWorK (VPN)
 � Multiple PPtP/iPsec/l2tP pass-through

DeViCe CoNFigurAtioN/MANAgeMeNt
 � installation Wizard
 �Web-based gui for configuration, 
firmware upgrade

 � Code lock to prevent improper firmware 
upgrade

 � telnet
 � syslog monitoring
 � tr-069 Client
 �WPs

QuAlitY oF serViCe
 � lAN to WAN traffic prioritization/
classification

 � 802.1p (0 to 7) traffic prioritization
 � traffic shaping

seCuritY
 � igMP snooping with 32 Multicast 
groups

 � PVC/VlAN port mapping (bridge mode)
 � Parental Control (url blocking, 
scheduling)

PoWer iNPut
 � through 12 V AC 0.5 A external power 
adapter

DiAgNostiC leDs

 � Power
 � lAN (1 to 4)
 �WlAN
 � Dsl
 � internet
 �WPs

DiMeNsioNs
 � 195.16 x 115.93 x 36.55 mm 
(7.7 x 4.6 x 1.4 inches)

oPerAtiNg teMPerAture
 � 0 to 40 ˚C (32 to 104 ˚F)

storAge teMPerAture
 � -20 to 70 ˚C (-4 to 158 ˚F)

oPerAtiNg HuMiDitY
 � 5% to 95% non-condensing

CertiFiCAtioNs
 � Ce (eN55022/eN55024/eN300 328/eN301 
489)
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